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DOTS INDICATE SPLICES TO YOUR WIRING HARNESS

TAKE GREAT CARE WHEN CONNECTING THIS MODULE TO YOUR HARNESS.
ANY DEVIATION FROM THE CONNECTIONS DESCRIBED IN THIS SCHEMATIC
MAY RESULT IN MODULE FAILURE AND VOID YOUR WARRANTY! TECHNICAL

ASSISTANCE IS AVAILABLE FROM HHI BY CALLING 877-442-5837

COLOR CODE

O =  ORANGE
BK = BLACK
BE = BLUE
R = RED

GN = GREEN
Y = YELLOW

BN = BROWN
V = VIOLET
PK = PINK

GY = GRAY
W = WHITE
/ = STRIPED

W/BK WIRE CONNECTS
TO POSITIVE (+) SIDE

OF COIL

WP166 DUAL LATCHING MODULE FEATURES
2 DIAGNOSTIC L.E.D.s THAT WILL LIGHT UP

GREEN WHEN THE CIRCUIT IS LATCHED

HSC-WP166 DUAL LATCHING MODULE
THIS DUAL LATCHING MODULE IS DESIGNED TO PROVIDE
2 LATCHING OUTPUTS FROM 2 MOMENTARY SWITCHES,

(USUALLY HI-LOW AND KILL SWITCH FUNCTIONS).

Hawg Halters, Inc.
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TOLERANCES UNLESS NOTED:
X.X :       +/-    .03
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HAND CONTROL SWITCH 

MOMENTARY SWITCH
CONVERTOR

HSC-WP166

389 Lumpkin County Parkway
Dahlonega, GA 30533


	Sheet1

